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Description
FIELD OF THE INVENTION

[0001] The presentinvention relates generally to heart
imaging, and particularly to methods and systems for
synchronizing between sequence images of the heart
acquired at different heart rates.

BACKGROUND OF THE INVENTION

[0002] Some cardiac imaging procedures produce a
clip comprising a sequence of image frames that shows
the dynamic activity of the heart. Heart imaging proce-
dures include, for example, fluoroscopic and ultrasound
imaging procedures. In some cases, itis desirable to syn-
chronize between different imaging clips. Various tech-
niques to synchronize between separate measurements
of the heart are known in the art.

[0003] For example, U.S. Patent 7,477,928 describes
a method for associating ECG waveform data with com-
puted tomography image data using a data synchroniza-
tion scheme. The method includes generating the ECG
waveform data using an electrocardiogram device, op-
erating a computed tomography imaging system so as
to create the computed tomography image data, com-
municating an exposure marker signal to the electrocar-
diogram device such that the exposure marker signal is
associated with the EKG waveform data. The method
further includes processing the computed tomography
image data, the ECG waveform data and the exposure
marker signal, so as to correlate the ECG waveform data
with the computed tomography image data.

[0004] U.S. Patent8,583,101 describes a method and
an apparatus for synchronizing heartbeat behavior. The
method includes acquiring a period list and a time list,
acquiring a period length of the heartbeat behavior ac-
cording to the period list, and synchronization time ac-
cording to the time list, a heartbeat period, and a preset
multiplier. The method further includes synchronizing at
least one type of heartbeat behavior by using the period
length of the heartbeat behavior as a period from the
synchronization time.

[0005] U.S. Patent 6,389,310 describes the process-
ing of data that is obtained from synchronized electro-
cardiogram tomoscintigraphy, said data being correlated
to image giving the activity of the heart, which comprises
auricles, ventricles, valves and septum. The image com-
prises at least first and second portions. The first portion
consists of the pixels showing the auricles and ventricles
during the cardiac cycle, wherein each cycle comprises
successive time bins with an end-of-systole time, and
end-of-diastole time. The second portion consists of pix-
els that are substantially not involved with the cardiac
activity.

[0006] U.S. Patent Application Publication
US2012/0027259A1 discloses a method and apparatus
for correlating two image sequences of a periodically
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moving object with respect to the periodicity such that
same phases of motion of the periodically moving object
are correlated to be presented simultaneously.

[0007] "Spatio-temporal free-form registration of car-
diac MR image sequences" by D. Perperidis et al. (Med-
ical Image Analysis, Oxford University Press, vol. 9, no.
5, pages 441-456, XP025369255, ISSN 1361-8415)
presents registration algorithms for the spatio-temporal
alignment of cardiac MR image sequences which use a
4D deformable transformation model which is separated
into spatial and temporal components.

SUMMARY OF THE INVENTION

[0008] An embodiment of the present invention that is
described herein provides a method for performing a
medical procedure. The method includes holding a non-
linear dependence between the duration of a given phase
within a cardiac cycle and a respective heartbeat rate.
First and second image sequences of the dynamic ac-
tivity of the heart of a patient, acquired at respective dif-
ferent first and second heartbeat rates of the heart, are
received. Synchronization between the first and second
image sequences is performed based on the non-linear
dependence, on the firstand second heartbeat rates, and
on a given common heartbeat rate. The first and second
image sequences are played in synchronization with the
common heartbeat rate.

[0009] In some embodiments, the common heartbeat
rate equals the second heartbeat rate, synchronizing be-
tween the first and second image sequences includes
synchronizing the second image sequence to the first
image sequence, and playing the first and second image
sequences includes playing the second image sequence
in synchronization with the first heartbeat rate. In other
embodiments, the given phase includes an active phase,
in which a volume of a chamber of the heart changes
rapidly, and holding the non-linear dependence includes
holding a non-linear function that relates the duration of
the active phase to the respective heartbeat rate. In yet
other embodiments, the cardiac cycle further includes a
passive phase in which the volume of the chamber of the
heart changes slowly, and synchronizing between the
first and second image sequences includes determining
presentation times of images of the second image se-
quence in each of the active and passive phases based
on the non-linear function.

[0010] In an embodiment, holding the non-linear func-
tion includes holding a piecewise linear function including
two or more linear segments. In another embodiment,
the piecewise linear function includes first and second
linear segments corresponding to respective heartbeat
rates below and above a threshold heartbeat rate. In yet
another embodiment, playing the second image se-
quence includes selecting an image of the second image
sequence whose determined presentation time matches
a rendering time of a rendered image among the images
of the first sequence.
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[0011] In some embodiments, playing the second im-
age sequence includes displaying the selected image of
the second image sequence overlaid on the rendered
image of the firstimage sequence. In otherembodiments,
receiving the first image sequence includes receiving a
dynamic real-time imaging of the heart. In yet other em-
bodiments, receiving the second image sequence in-
cludes receiving a previously recorded fluoroscopic clip.
[0012] In an embodiment, the cardiac cycle includes
multiple sub-phases, the sub-phases correspond to re-
spective multiple non-linear dependences that each re-
lates between aduration of the respective sub-phase and
the respective heartbeat rate, and synchronizing be-
tween the first and second image sequences includes
determining presentation times of images of the first and
second image sequences based on the multiple non-lin-
ear dependences, on the first and second heartbeat
rates, and on the common heartbeat rate.

[0013] There is additionally provided, in accordance
with an embodiment of the present invention, an appa-
ratus for performing a medical procedure including an
output device and a processor. The processor is config-
ured to hold a non-linear dependence between the du-
ration of a given phase within a cardiac cycle and a re-
spective heartbeatrate, to receive firstand second image
sequences of the dynamic activity of the heart of a patient,
acquired at respective different first and second heart-
beat rates of the heart, to synchronize between the first
and second image sequences based on the non-linear
dependence, on the first and second heartbeat rates and
on a given common heartbeat rate, and to play the first
and second image sequences synchronized to the com-
mon heartbeat rate on the output device.

[0014] The present invention will be more fully under-
stood from the following detailed description of the em-
bodiments thereof, taken together with the drawings in
which:

BRIEF DESCRIPTION OF THE DRAWINGS
[0015]

Fig. 1 is a schematic pictorial illustration of a system
for intracardiac electrophysiological (EP) mapping,
in accordance with an embodiment of the invention;
Fig. 2 is a graph showing a characteristic dynamic
behavior of the heart ventricular volume, in accord-
ance with an embodiment of the present invention;
Fig. 3 is a graph depicting a non-linear function that
relates between the duration of the active phase
within the heart cycle and the heartbeat rate;

Fig. 4 is a block diagram that schematically illustrates
a cardiac mapping system, including synchroniza-
tion of a fluoroscopic clip to the present heartbeat
rate;

Figs. 5A-5D are diagrams showing four examples of
time warping of a fluoroscopic clip frames within a
single heart cycle;
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Fig. 6 is a flow chart that schematically illustrates a
method for synchronizing a fluoroscopic clip to an
EP map, in accordance with an embodiment of the
present invention; and

Fig. 7 is a graph depicting a characteristic dynamic
behavior of the heart ventricular volume at three dif-
ferent heartbeat rates, in accordance with an em-
bodiment of the present invention.

DETAILED DESCRIPTION OF EMBODIMENTS
OVERVIEW

[0016] In some medical procedures that involve imag-
ing or mapping of the heart, imaging is based on a cath-
eter, which the physician inserts through the vascular
system into the heart. A number of systems for cardiac
mapping are commercially available, such as the CAR-
TO™ system offered by Biosense Webster, Inc. (Dia-
mond Bar, California). CARTO tracks the position and
operating parameters of the distal end of the catheter
and displays this information electronically on a three-
dimensional (3D) anatomical map of the heart.

[0017] During cardiac imaging, it is sometimes helpful
to play a previously recorded fluoroscopic clip of the heart
simultaneously with the currently produced 3D map of
the heart. In the description that follows a fluoroscopic
clip serves as an example for dynamic heart imaging,
although any other suitable heart imaging method can
also be used. Examples of other dynamic heart imaging
modalities include, for example, 2D echocardiography,
3D echocardiography, Magnetic Resonance Imaging
(MRI), and Computerized Tomography (CT).

[0018] In principle, it is possible to synchronize the
fluoroscopic clip to the 3D map by first matching each
heartbeat cycle that occurs during the current cardiac
cycle to a respective clip cycle in the fluoroscopic clip,
and then determining the presentation times of the clip
images by linear time adjustments based on the respec-
tive cycle periods. Since, however, the fluoroscopic clip
and the present cardiac mapping procedure correspond
to possibly different heartbeat rates, and since the dura-
tion of intra-cycle phases within the cardiac cycle may
depend differently on the underlying heartbeat rate, such
a naive synchronization scheme typically results in time-
distorted synchronization, and therefore the played fluor-
oscopicclip fails to reflect the actual heart behavior during
the present cardiac mapping.

[0019] Embodiments of the present invention that are
described herein provide improved methods and sys-
tems for synchronizing image sequences of a patient
heart that were acquired at different heart rates. The dis-
closed techniques apply non-linear time warping to one
of the image sequences, in order to map it accurately
onto the other sequence along the entire cardiac cycle.
[0020] Inthe examples described herein the disclosed
techniques are used for synchronizing the playback of a
fluoroscopic clip to the heartbeat rate during EP mapping
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of the heart. Alternatively, however, the disclosed tech-
niques can be used to synchronize image sequences
acquired using any other suitable imaging modality, in-
cluding heart catheterization, transcatheter procedures,
such as, for example, Atrial Septal Defect (ASD) closure,
valve replacement, and biopsy of the myocardium.
[0021] Insomeembodiments, instead of synchronizing
one image sequence to the heartbeat rate that corre-
sponds to another image sequence, both sequences are
played in synchronization with a given common heartbeat
rate, which may differ from both underlying heartbeat
rates corresponding to the two image sequences.
[0022] The heart cycle can be divided into an active
phase in which the ventricular volume changes rapidly,
and a passive phase in which the ventricular volume is
static or increases slowly. Based on clinical studies, the
duration of the active and passive phases depend on the
underlying heartbeat rate. Below some threshold heart-
beat rate (HR), the duration of the active phase is insen-
sitive to the HR value. Additionally, above the threshold
HR the passive phase vanishes and the heart cycle com-
prises only the active phase that shortens when increas-
ing the HR. The threshold HR value is typically in the
range of 95-105 beats per minute (BPM). In the descrip-
tion that follows we assume a threshold HR of 100 BPM,
although any other suitable value can also be used.
[0023] In an embodiment, the dependence of the in-
verse multiplicative or reciprocal of the active phase du-
ration on the HR can be approximated by a non-linear
function, such as, for example, a piecewise linear func-
tion made of two linear segments. The segment below
100 BPM is close to flat and the slope of the segment
above 100 BPM is unity.

[0024] In some embodiments, the synchronization of
the fluoroscopic clip to the present HR is carried out in
two stages. In the first stage the heart cycles occurring
during the present heart mapping (also referred to herein
as cardiac cycles) are matched to respective cycles of
the fluoroscopic clip (also referred to as clip cycles). In
the second synchronization stage, the presentation times
of the clip frames within each clip cycle are time adjusted
to be aligned with the full duration of the matching cardiac
cycle.

[0025] In some embodiments, the clip and cardiac cy-
cles are marked with respective clip and cardiac anno-
tations, which indicate the start times of the heart cycles.
The cardiac annotations may be generated by analyzing
an electrocardiogram (ECG) signal, which is measured
during the present heart mapping procedure, or using
any other suitable method. The clip annotations may be
similarly generated from an ECG signal (at the time of
clip recording), or, for example, by analyzing the image
frames of the fluoroscopic clip.

[0026] In an embodiment, the second synchronization
stage is implemented by a cardiac correlator, which re-
ceives the annotations marking the current and previous
cardiac and clip matching cycles. The cardiac correlator
estimates the clip and cardiac HRs from the respective
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durations of the previous cycles, and estimates the car-
diac and clip active phase duration using the non-linear
function. The cardiac correlator then separately adapts
the presentation times of the clip frames that belong to
the active and passive phases.

[0027] In some embodiments, rendering events mark
the times in which to update and display the 3D map of
the heart. Upon receiving a rendering event, a clip frame
whose adapted presentation time matches the received
rendering time is selected and displayed (possibly reg-
istered and overlaid on the 3D map).

[0028] By applying non-linear time warping to the clip
frames, taking into consideration the different depend-
ence of the intra-cycle phases on the heartbeat rate, the
disclosed techniques enable to play the fluoroscopic clip
in synchronization with the present heartbeat rate and
with little or no time distortions.

SYSTEM DESCRIPTION

[0029] Fig. 1 is a schematic, pictorial illustration of a
system 20 for intracardiac electrophysiological (EP)
mapping, in accordance with an embodiment of the
presentinvention. System 20 may be based, forexample,
on the above-mentioned CARTO system, with suitable
additions to the system software. System 20 comprises
a probe, such as a catheter 24, and a control console 34.
In the embodiment described hereinbelow, catheter 24
is used in mapping a heart 26 of a patient 30. Alterna-
tively, catheter 24 or other suitable probes may be used,
mutatis mutandis, for other therapeutic purposes in the
heart. For example, in some embodiments, the catheter
is used for creating a 3D mapping of the heart, with or
without performing an additional medical procedure,
such as, for example cardiac ablation.

[0030] Inthe example system of Fig. 1, an operator 22,
such as a cardiologist, inserts catheter 24 through the
vascular system of patient 30 so that the distal end of the
catheter enters a chamber (e.g., a ventricle or atrium) of
heart 26. Catheter 24 is typically connected by a suitable
connector atits proximal end to console 34. In alternative
systems, means other than a catheter may also be used
for dynamic cardiac mapping.

[0031] In this pictured embodiment, system 20 uses
magnetic position sensing to determine position coordi-
nates of the distal end of catheter 24 inside heart 26. For
this purpose, a driver circuit 38 in console 34 drives field
generators 32 to generate magnetic fields within the body
of patient 30. Typically, field generators 32 comprise
coils, which are placed below the patient’s torso at fixed,
known positions. These coils generate magnetic fields in
a predefined working volume that contains heart 26. A
magnetic field sensor (not shown) within the distal end
of catheter 24 generates electrical signals in response
to these magnetic fields. A signal processor 40 processes
these signals in order to determine the position coordi-
nates of the distal end of catheter 24, typically including
both location and orientation coordinates. This method
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of position sensing is implemented in the above-men-
tioned CARTO system and is well known in the art. Al-
ternatively or additionally, system 20 may use other
methods of position sensing that are known in the art,
such as ultrasonic or electrical impedance-based meth-
ods.

[0032] Processor 40 in console 34 typically comprises
a general-purpose computer processor, with suitable
front end and interface circuits for receiving signals from
catheter 24 and for controlling and receiving inputs from
the other components of console 34. Processor 40 may
be programmed in software to carry out the functions that
are described herein. The software may be downloaded
to processor 40 in electronic form, over a network, for
example, or it may be provided, alternatively or addition-
ally, on tangible, non-transitory media, such as optical,
magnetic or electronic memory media. Further alterna-
tively or additionally, some or all of the functions of proc-
essor 40 may be carried out by dedicated or program-
mable digital hardware components.

[0033] Based on the signals received from catheter 24
and other components of system 20, processor 40 drives
a display 42 to present operator 22 with a three-dimen-
sional (3D) map 44 of heart 26. The map may indicate
cardiac electrophysiological activity measured by cathe-
ter 24, as well as providing visual feedback regarding the
position of the catheter in the patient’'s body and status
information and guidance regarding the procedure that
is in progress.

[0034] Processor 40 can additionally accept a previ-
ously recorded fluoroscopic or cine clip via a suitable
interface and store the clip locally in a memory of proc-
essor 40 (the interface and memory are not shown). Op-
erator 22 may configure console 34 (e.g., using controls
48 and on-screen menus) to play the clip and present it
on display 42, possibly overlaid on map 44. The tech-
niques that are disclosed herein enable playback of the
fluoroscopic clip in synchronization with the heartbeat
rate during the cardiac mapping procedure without time
distortions.

[0035] Although Fig. 1 shows a particular system con-
figuration and application environment, the principles of
the present invention may similarly be applied in other
therapeutic applications using notonly catheters, butalso
probes of other types.

DEPENDANCE OF VENTRICULAR VOLUME DYNAM-
ICS ON HEARTBEAT RATE

[0036] Fig. 2 is a graph showing a characteristic dy-
namic behavior of the volume of the left ventricle (LV) of
the heart, in accordance with an embodiment of the
present invention. The graph in Fig. 2 is based on sam-
pling real dynamic behavior of the heart at about 60 BPM,
using 3D echocardiography. A heartbeat cycle compris-
es a systole phase in which the heart ventricles contract,
and a diastole phase in which the ventricles relax. During
the systole phase the volume of the ventricles decreases
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rapidly. The diastole phase can be further divided into
three sub-phases referred to as rapid filling, stasis, and
late filling phases. In the description that follows, the rapid
filling phase is also referred to as an early filling phase.
[0037] During the early filling phase, at the beginning
of the diastole phase, the ventricles start to relax and to
fill up with blood, and therefore their volume increases
rapidly. During the diastole stasis phase, the volume of
the ventricles is typically constant, or changes at a low
rate e.g., while passively filling. During the late filling
phase of the diastole, the atria contract to further fill the
ventricles and thus increase the ventricular volume rel-
atively fast.

[0038] In the context of the present invention, the in-
ventors have found it convenient to divide the cardiac
cycle into two other phases, which are referred to herein
as active and passive phases. The active phase com-
prises the late filling, systole, and early filling phases, and
the passive phase comprises the stasis phase. As ex-
plained below with reference to Fig. 3, the respective
durations of the active and passive phases depend dif-
ferently on the heartbeat rate.

[0039] In some embodiments, the boundaries of the
cardiac cycle are determined at the beginning of the sys-
tole phase when the ventricles are filled to their maximal
volume. The marks of the systole phase starting times
are referred to as ventricular annotations 100. In other
embodiments, the cycle boundaries are determined at
the beginning of the active phase and are marked by
atrial annotations 104.

[0040] The dynamics of the volume of the left ventricle
during the cardiac cycle as depicted in Fig. 2 is chosen
purely for the sake of conceptual clarity, and the disclosed
techniques are also applicable to other cardiac volume
dynamics. As an example, the duration of each of the
different cardiac phases may depend differently on the
underlying heartbeat rate. Moreover, the configuration in
which dividing the heart cycle into four phases as depict-
ed in Fig. 2 is not mandatory and divisions into other
phases are possible. For example in alternative embod-
iments, the cardiac cycle may be divided into a number
of phases other than four and/or phases that are posi-
tioned differently along the cardiac cycle.

[0041] Clinical studies have demonstrated that the de-
pendence of the duration of the active and passive phas-
es on the heartbeat rate may be different. Moreover, the
dependence differs between low and high heartbeat
rates. For example, Chung et al. discuss the dependence
of the diastolic sub-phases on the heartbeat rate, in "Du-
ration of diastole and its phases as a function of heart
rate during supine bicycle exercise," American Journal
of Physiology - Heart and Circulatory Physiology, No-
vember 1, 2004, volume 287, number H2003-H2008. As
another example, Bombardini et al. investigate the systo-
lic and diastolic times during stress, in "Diastolic time -
frequency relation in the stress echo lab: filling timing and
flow at different heart rates," Cardiovascular Ultrasound,
April 21, 2008.
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[0042] Based on the above cited (and other) referenc-
es, the inventors have defined a threshold heartbeat rate,
which approximately equals 100 beats per minute (BPM).
Thus, at heartbeat rates below the threshold rate, the
duration of the active phase is insensitive to the under-
lying heartbeat rate, and as the heartbeat rate increases
the cardiac cycle period decreases mostly due to the re-
spective decrease of the passive phase duration. When
the heartbeat rate increases above the threshold rate,
the stasis diastole phase vanishes, and the cardiac cycle
period essentially equals the duration of the active phase
alone. Fig. 7 below depicts an example dynamics of the
volume of the left ventricle at 60, 100, and 120 BPM.
[0043] Fig. 3 is a graph depicting a non-linear function
108 that relates between the duration of the active phase
within the heart cycle and the heartbeat rate. In the figure,
the horizontal axis denotes heartbeat rates in the range
of 40-180 BPM. The vertical axis denotes reciprocal val-
ues of the active phase duration (denoted T_ACTIVE)
and therefore the values are given in units of BPM. The
example function in Fig. 3 is piecewise linear and com-
prises two linear segments that correspond to heartbeat
rates below and above a threshold rate 112 (denoted
THR_HR). The segment of function 108 corresponding
to heartbeat rates below THR_HR has a close to flat
slope, indicating weak dependency of the active phase
duration on the heartbeat rate in this zone. On the other
hand, the slope of the segment that corresponds to heart-
beat rates above THR_HR equals 1, as expected when
the passive phase vanishes.

[0044] As anexample of how the function of Fig. 3 can
be used, consider a given heartbeat rate of 170 BPM. In
this case the function maps the given heartbeat to 170
BPM, and the corresponding duration of the active phase
would be 1/170 minutes or equivalently 60/170 seconds.
[0045] The configuration of function 108 in Fig. 3 is an
exemplary configuration, and other suitable functions
can also be used. For example, the threshold rate may
correspond to a heartbeat rate other than 100 BMP, and
the two linear segments may have other suitable slopes.
Moreover, the function may comprise a piecewise linear
function having more than two linear segments. Function
108 can also comprise a non-linear curve, or a combina-
tion of multiple linear and non-linear curves.

CARDIACMAPPING SYSTEMWITHFLOUROSCOPIC
CLIP SYNCHRONIZATION

[0046] As described above, when performing a medi-
cal procedure that involves cardiac mapping, it may be
advantageous to display, in addition to the cardiac map,
a previously recorded fluoroscopic clip of the same pa-
tient. To be valuable to the physician, the playback of the
fluoroscopic clip should be synchronized to the present
heartbeat rate without intra-cycle time distortions.

[0047] Fig. 4 is a block diagram that schematically il-
lustrates a cardiac mapping system 40, including syn-
chronization of a fluoroscopic clip 200 to the present
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heartbeat rate. The system of Fig. 4 is typically imple-
mented by processor 40 of console 34.

[0048] Processor 40 receives a fluoroscopic clip 200
showing the dynamic heart activity via a suitable interface
(notshown). In some embodiments, fluoroscopic clip 200
is recorded for the same patient 30 before carrying out
the present heart mapping. Clip 200 comprises a se-
quence of image frames each associated with a respec-
tive frame timestamp. Fluoroscopic clip 200 typically
comprises a few tens of frames (e.g., 50-200 frames)
having a frame rate of 25 frames per second (i.e., each
frame is presented for about 40 milliseconds). Other typ-
ical frame rates for the fluoroscopic clip include 30, 15,
7.5, and 3.75 frames per second. The frame rate used
in EP mapping is typically below 15 frames per second.
Generally, however, any suitable frame rate can be used.
In the example embodiment of system 40, the processor
synchronizes the presentation of the clip frames to the
present heartbeat rate in two main stages as described
below.

[0049] In the description that follows the terms "clip
cycles" and "clip annotations" refer to the heartbeat cy-
cles and respective annotations that mark the cycle start-
ing and ending times in the fluoroscopic clip. Similarly,
the terms "cardiac cycles" and "cardiac annotations" refer
to the heartbeat cycles and starting/ending markings dur-
ing the present cardiac mapping operation.

[0050] In the first synchronization stage, processor 40
synchronizes between the cardiac and the clip cycles by
matching the current cardiac cycle to one of the clip cy-
cles. In the second synchronization stage, processor 40
performs time warping of the clip frames that occur during
the matched clip cycle to be aligned with the current car-
diac cycle.

[0051] Processor 40 can use any suitable method to
synchronize between the cardiac and clip cycles. In the
present embodiment, processor 40 performs cycle syn-
chronization based on electrocardiography signal (de-
noted ECG_SIGNAL) 204 that is measured using suita-
ble equipment (not shown) during and in addition to the
cardiac mapping procedure. An annotation generating
unit 208 analyzes ECG_SIGNAL 204 to determine car-
diac ventricular annotations 100, cardiac atrial annota-
tions 104, or both. As explained above, the ventricular
and atrial annotations comprise the time instances in
which the systole and active phases start, respectively.
[0052] Processor 40 may use any suitable method for
locating the ventricular/atrial annotations. In an example
embodiment, processor 40 estimates the time instances
of the ventricular and/or atrial annotations by locating lo-
cal peaks in ECG_SIGNAL 204. In alternative embodi-
ments, processor 40 can use any other suitable means,
possibly based on measurements other than ECG, to
generate the annotations.

[0053] Processor 40 stores the cardiac annotations
generated by annotation generating unit 208 as DB an-
notations in an annotation history database (DB) 212.
Processor 40 can associate DB annotations with fluoro-
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scopic clip 200, for example, based on the time at which
the clip was recorded. In some embodiments, processor
40 or some other processor or subsystem of system 20
performs the recording of fluoroscopic clip 200 and de-
termines the ventricular and/or atrial annotations corre-
sponding to the clip. In such embodiments, processor 40
stores the annotations of the clip in DB 212 in association
with the respective fluoroscopic clip.

[0054] A clip trimmer 216 accepts DB annotations
stored in DB 212, and frame timestamps of fluoroscopic
clip 200. Clip trimmer 216 selects a subset of the clip
frames and associates the instances of the DB annota-
tions with the timestamps of the respective selected
frames. Additionally, clip trimmer 216 trims the clip by
discarding clip frames whose timestamps precede the
earliest annotation within the clip or occur following the
latest annotation within the clip. The outputof clip trimmer
216 thus comprises a sequence of annotation time in-
stances corresponding to multiple non-fractional clip cy-
cles of the fluoroscopic clip.

[0055] In alternative embodiments, instead of discard-
ing frames, trimmer 216 appends black or transparent
frames at the beginning and/or end of the clip to complete
the missing parts of the first and last cycles respectively.
The appended frames are displayed when the clip is
played cyclically.

[0056] In yet other alternative embodiments, selected
frames at the beginning and end parts of the clip (not
necessarily with alignment to any annotations) are
trimmed, so that the frames of the first and last fractional
cycles appear as a complete cycle when the clip is played
cyclically.

[0057] An annotation adjustment unit 224, receives
ventricular, atrial, or both annotations from annotation
generating unit 208 (or from DB 212), and outputs ad-
justed cardiac annotations, i.e., either atrial or ventricular
cardiac adjusted annotations 228. In some embodi-
ments, processor 40 translates ventricular into atrial an-
notations (e.g., when the atrial annotations are not avail-
able) by subtracting suitable time durations from the time
instances of the ventricular annotations. Similarly, proc-
essor 40 translates atrial annotations into ventricular an-
notations by adding suitable time durations. The subtract-
ed or added time durations may correspond, forexample,
to instantaneous oraverage PR interval of ECG_SIGNAL
204, or computed as a fixed fraction of the duration of
the active phase.

[0058] A cycle matching unit 220 receives clip annota-
tions of the trimmed clip from trimmer 216, and atrial or
ventricular adjusted annotations 228 from unit 224. Each
clip or cardiac cycle is marked by respective two consec-
utive clip or cardiac annotations. Cycle matching unit 220
further receives rendering timestamps 232 from 3D map
presentation unit 42. Rendering timestamps 232 are the
time instances in which processor 40 renders an updated
version of 3D map 44 of heart 26.

[0059] Cycle matching unit 220 matches cardiac cy-
cles that are marked by cardiac annotations 228, to re-
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spective clip cycles marked by clip annotations output by
clip trimmer 216. In an embodiment, upon receiving a
rendering event timestamp 232, cycle matching unit 220
counts the number of cardiac annotations 228 received
by unit 220 since the previous rendering event. Typically,
unit 220 counts a number of zero or one annotations, and
advances to the next clip cycle in fluoroscopic clip 200
accordingly (i.e., only when the number of annotations
in positive).

[0060] Alternatively, cycle matching unit 220 counts
multiple annotations that have occurred since the previ-
ous rendering time, for example, when the computation
resources of the processor where temporarily insuffi-
cient, and unit 220 advances multiple clip cycles in the
fluoroscopic clip accordingly.

[0061] Processor 40 cyclically advances over the
trimmed clip cycles. In other words, if when transitioning
to the next clip cycle processor 40 passes over the last
clip cycle, the processor wraps around to the first clip
cycle.

[0062] In alternative embodiments, processor 40
matches between the cardiac and clip cycles by calcu-
lating, for example, correlation values between the car-
diac and trimmed clip cycle durations, or by using any
other suitable method.

[0063] Cycle matching unit 220 outputs cardiac anno-
tations 236 that correspond to the current and previous
cardiac cycles, and clip annotations 240 that correspond
to the respective matching current and previous clip cy-
cles.

[0064] A cardiac correlator 244 receives fluoroscopic
clip 200 (i.e., the clip’s frames and respective times-
tamps) and outputs selected frames 248 having respec-
tive presentation time instances. Cardiac correlator 244
operates at the cycle level. Given a cardiac cycle and a
matching clip cycle, the correlator performs non-uniform
time warping of the clip frames within the current clip
cycle to be aligned with the current cardiac cycle without
introducing time distortions among the frames. Proces-
sor 40 divides each of the clip and cardiac cycles into
active and passive phases and performs separate time
adjustments to the clip frames in each of the active and
passive phases.

[0065] Processor 40 estimates the respective heart-
beat rates of the current clip and cardiac cycles, for ex-
ample, by calculating the reciprocal of the respective pre-
vious cycle periods. Processor 40 uses the estimated
heartbeat rates and function 108 (of Fig. 3) to derive the
active phase duration for the current cardiac and clip cy-
cles. The processor then calculates the passive phase
durations by subtracting the estimated active phase du-
ration from the estimated cycle period.

[0066] Processor40 then determines the presentation
time of the clip frames by performing separate time ad-
justment over the active and passive phases. Typically,
processor 40 performs linear time adjustment to each of
the active and passive phases. Alternatively, however,
the processor may perform any other suitable time warp-
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ing, such as, for example, non-linear time warping. For
example, processor 40 can perform time warping so that
the presentation times of the frames match the expected
rendering instances 232. Note that when the estimated
heartbeat rate exceeds THR_HR 112, the passive phase
ofthe cycle vanishes. In Figs. 5A-5D, we describe several
time warping examples that take into account the heart-
beat rate value relative to THR_HR 112.

[0067] In some embodiments, processor 40 renders
an updates 3D map 44 with an overlaid clip frame whose
determined presentation time is the closest to the current
rendering time 232. In alternative embodiments, proces-
sor 40 presents the clip frames on display 42 (or some
other display of system 20) separately from 3D map 44.

TIME WARPING OF FLOUROSCOPIC CLIP FRAMES

[0068] As described above, the second synchroniza-
tion stage comprises time warping of the clip frames that
occur within the currently matched clip cycle to be aligned
with the current cardiac cycle. In contrast to conventional
time warping methods that employ linear time adjustment
over the entire heart cycle, the disclosed techniques em-
ploy non-linear time warping based on the non-linear de-
pendency of the duration of the active phase on the heart-
beat rate as described in Fig.3 above.

[0069] Figs. 5A-5D are diagrams showing four exam-
ples of time warping of a fluoroscopic clip frames within
a single heart cycle. In the figures, CLIP_HR denotes the
heartbeat rate at the time the fluoroscopic clip was re-
corded. MAP_HR1 and MAP_HR2 denote two values of
the present heartbeat rate (e.g., during a heart mapping
procedure). In the present example, MAP_HR?2 is lower
than MAP_HR1.

[0070] In the figures, CLIP_ACT and CLIP_PSV de-
note the respective active and passive phases of the clip
cycles. Similarly, MAP_ACT1, MAP_PSV1,MAC_ACT?2,
and MAP_PSV2, denote the active and passive phases
during the present heart mapping (referring to MAP_HR1
and MAP_HR?2 respectively).

[0071] As seen in the figures, since according to func-
tion 108, below heartbeat rates of 100 BPM the duration
of the active phase does not depend (or weakly depends)
on the heartbeat rate, the active phases CLIP_ACT,
MAP_ACT1 and MAP_ACT2 in Fig. 5A, as well as
MAP_ACT1 in Fig. 5C, all have a duration similar to the
duration of the active phase at 100 BPM. Additionally, in
Figs. 5B and 5D, the heartbeat rate exceeds 100 BPM
causing the passive phase to vanish and the active phase
to shorten.

[0072] Processor 40 determines the presentation time
of the clip frames that occur during the CLIP_ACT phase
to match the duration of the MA_ACT1 or MAP_ACT2
phase. Similarly, processor 40 separately determines the
presentation time of the clip frames that occur during the
CLIP_PSV phaseto coverthe duration ofthe MAP_PSV1
or MAP_PSV2 phase.

[0073] Note that in Fig. 5C CLIP_HR < 100 BPM <
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MAP_HR1, and the phase MAP_PSV1 is missing. Sim-
ilarly in Fig. 5D, MAP_HR1 < 100 BPM < CLIP_HR and
the phase CLIP_PSV is missing. In these two cases proc-
essor 40 time warps only the clip frames of the respective
active phases.

[0074] Fig. 6 is a flow chart that schematically illus-
trates a method for synchronizing a fluoroscopic clip to
an EP map, in accordance with an embodiment of the
present invention. The method begins with processor 40
receiving cardiac and clip annotations (e.g., annotations
236 and 240 produced by cycle matching unit 220), at
an annotations reception step 300. The received anno-
tations define the boundaries of the current and previous
synchronized cardiac and clip cycles. At an estimation
step 304, processor 40 estimates the cardiac and clip
heartbeat rates by calculating the reciprocal of the dura-
tion of the previous cardiac and clip cycles. This estima-
tion is needed since the duration of the current cycle is
typically not available in real time.

[0075] In alternative embodiments in which, for exam-
ple, the synchronization is carried out off-line, processor
40 may skip step 304 and use the current cycle duration.
[0076] At a phase duration estimation step 308, proc-
essor 40 calculates the active phase duration of the cur-
rent cardiac and clip cycles. Processor 40 calculates the
active phase duration, for example, by inputting the es-
timated heartbeat rates from step 304 into non-linear
function 108. Further at step 308, processor40 calculates
the duration of each of the passive cardiac and clip phas-
es by subtracting the estimated active phase duration
from the respective cycle period. Note that the duration
of the active phase, which is estimated using the previous
cycle duration at step 304, should be limited below the
actual duration of the current cycle (marked by the next
annotation).

[0077] At a time warping step 312, processor 40 ad-
justs the presentation times of the clip frames during the
current clip cycle along the duration of the current cardiac
cycle. The processor performs non-linear time warping
using, for example, the methods described in Figs. 5A-
5D above.

[0078] At a waiting step 316, processor 40 waits for
the occurrence of arendering event upon which the proc-
essor updates 3D map 44. At a display step 320, proc-
essor40displays the updated 3D map 44 and a clip frame
whose presentation time is the closest to the current ren-
dering time. In some embodiments, processor 40 dis-
plays the clip frame overlaid on the 3D map.

[0079] At a cycle termination step 324, processor 40
checks whether the cardiac cycle has ended. Processor
40 can detect that the cardiac cycle has ended, for ex-
ample, by detecting a cardiac annotation whose time is
later than the time of the last rendering event. If at step
324 the cardiac cycle has not yet ended, the processor
loops back to step 316 to wait for subsequent rendering
events. Otherwise, processor 40 transitions to the next
clip and cardiac cycles, at a cycle transition step 328.
Then processor 40 loops back to step 300 to receive



15 EP 2 905 951 B1 16

subsequent cardiac and clip annotations. In some em-
bodiments, the rendering events trigger the initiation of
the processing operations described in Fig. 3.

[0080] Fig. 7 is a graph depicting a characteristic dy-
namic behavior of the volume of the left ventricle of the
heart at three different heartbeat rates, in accordance
with an embodiment of the present invention. The upper
part of the figure depicts the dynamics of the ventricular
volume at 60 BPM similarly to Fig. 2 above. In the upper
part the cardiac cycle comprises both an active phase
and a passive phase.

[0081] As described in Fig. 2 above, as the heartbeat
rate increases towards a threshold rate of about 100
BPM, the duration of the passive phase gradually short-
ens. The middle part of Fig. 7 depicts the ventricular vol-
ume at about 100 BPM. As seen in the figure, at 100
BPM the passive phase vanishes, and the cardiac cycle
comprises only the active phase.

[0082] At the bottom part of Fig. 7, the heartbeat rate
further increases to 120 BPM. In this case, the cardiac
cycle still comprises only the active phase whose dura-
tion is shorter compared to heartbeat rates up to 100
BPM.

[0083] The dynamics of the ventricular volume shown
in Fig.7 is exemplary, and other dynamics are also pos-
sible. For example, in a heart of another subject, the
threshold heartbeat rate in which the passive phase van-
ishes may occur at a heartbeat rate other than 100 BPM.
[0084] The disclosed techniques described above are
exemplary, and other suitable techniques can also be
used. Forexample, in the method of Fig. 6 above, instead
of estimating the heartbeat rate based on the duration of
the previous heart cycle, the estimation can be based on
an average duration over multiple previous cycles.
[0085] Inthedisclosed techniques animage sequence
of a previously recorded clip is played in synchronization
with the heartbeat rate during real-time heart imaging
procedure that generates another image sequence. In
alternative embodiments, each of these two image se-
quences can be previously recorded. In some embodi-
ments, instead of playing one image sequence in syn-
chronization with the heartbeat rate corresponding to an-
other image sequence, both image sequences are
played in synchronization with a given third heartbeat
rate, which serves as a common reference rate.

[0086] Further additionally or alternatively, the dis-
closed techniques can be extended to simultaneously
synchronize the playback of multiple previously recorded
clips to the present heartbeat rate, or to a given common
heartbeat rate.

[0087] Inthe disclosed embodiments, dividing the car-
diac cycle into two or more phases (e.g., active and pas-
sive phases) corresponds to the dynamic behavior of the
ventricular volume during the cycle. Alternatively or ad-
ditionally, the cardiac cycle may be divided into two or
more phases based on the dynamic behavior of the atrial
volume. In other words, the disclosed techniques can be
used to synchronize to the dynamic volume of any cardiac
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chamber.

[0088] Although in the disclosed techniques the syn-
chronized fluoroscopic clip is presented on a display de-
vice, in alternative embodiments the synchronized clip,
and possibly also the 3D map, are sent to an output de-
vice, such as for example, a memory device or database.
[0089] Although the embodiments described herein
mainly address the application of fluoroscopy in EP pro-
cedures, the methods and systems described herein can
also be used in other applications, such as in other car-
diac diagnostic or interventional procedures, or in other
clinical settings of different imaging modalities, such as
various 2D or 3D echocardiography, Magnetic Reso-
nance (MR), or stress echocardiography (e.g., ultra-
sound based).

[0090] It will be appreciated that the embodiments de-
scribed above are cited by way of example, and that the
present invention is not limited to what has been partic-
ularly shown and described hereinabove. Rather, the
scope of the present invention includes both combina-
tions and sub-combinations of the various features de-
scribed hereinabove, as well as variations and modifica-
tions thereof which would occur to persons skilled in the
art upon reading the foregoing description.

Claims
1. A computer-implemented method, comprising:

holding by a processor a non-linear dependence
between a duration of an active phase within a
heart cycle and a respective heartbeat rate,
wherein a heart cycle comprises an active
phase, in which a volume of a chamber of the
heart changes rapidly, and a passive phase, in
which the volume of the chamber of the heart
changes slowly;

receiving first and second image sequences of
a dynamic activity of a heart of a patient, ac-
quired at respective different first and second
heartbeat rates of the heart;

synchronizing between the first and second im-
age sequences based on the non-linear de-
pendence, on the first and second heartbeat
rates, and on a given common heartbeatrate, by

receiving annotations which define bound-
aries of heart cycles for the first and second
image sequences;

matching a heart cycle of the firstimage se-
quence to a heart cycle ofthe second image
sequence;

estimating respective durations of a heart
cycle at the firstand second heartbeat rates
from the durations of the respective
matched heart cycles or the durations of re-
spective previous heart cycles;
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estimating the first and second heartbeat
rates by calculating the reciprocal of the re-
spective estimated duration of the heart cy-
cle;

estimating the duration of the active phase
atthe firstand second heartbeat rates using
the non-linear dependence;

calculating the duration of the passive
phase at the first and second heartbeat
rates by subtracting the respective active
phase duration from the respective duration
of the heart cycle;

determining presentation times of images
in the matched heart cycles of the first and
second image sequences that occur during
the active phase such that the durations of
the active phases of the first and second
image sequences match a duration of the
active phase atthe common heartbeat rate;
determining presentation times of images
in the matched heart cycles of the first and
second image sequences that occur during
the passive phase such that the durations
ofthe passive phases of the firstand second
images sequences match a duration of the
passive phase at the common heartbeat
rate; and

playing the matched heart cycles of the first and
second image sequences in synchronization
with the common heartbeat rate using the de-
termined presentation times of the images in the
matched heart cycles.

The method according to claim 1, wherein the com-
mon heartbeat rate equals the first heartbeat rate,
wherein synchronizing between the first and second
image sequences comprises synchronizing the sec-
ond image sequence to the first image sequence,
and wherein playing the first and second image se-
quences comprises playing the second image se-
quence in synchronization with the first heartbeat
rate.

The method according to claim 1, wherein holding
the non-linear function comprises holding a piece-
wise linear function comprising two or more linear
segments.

The method according to claim 1, wherein playing
the second image sequence comprises selecting an
image of the second image sequence whose deter-
mined presentation time matches a rendering time
of a rendered image among the images of the first
sequence.

The method according to claim 4, wherein playing
the second image sequence comprises displaying
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the selected image of the second image sequence
overlaid on the rendered image of the first image
sequence.

The method according to claim 1, wherein receiving
the first image sequence comprises receiving a dy-
namic real-time imaging of the heart.

The method according to claim 1, wherein receiving
the second image sequence comprises receiving a
previously recorded fluoroscopic clip.

The method according to claim 1, wherein the heart
cycle comprises multiple sub-phases, the sub-phas-
es correspond to respective multiple non-linear de-
pendences that each relates between a duration of
the respective sub-phase and the respective heart-
beat rate, and wherein synchronizing between the
first and second image sequences comprises deter-
mining presentation times of images of the first and
second image sequences based on the multiple non-
linear dependences, on the first and second heart-
beat rates, and on the common heartbeat rate.

Apparatus for performing a medical procedure, com-
prising:

an output device; and
a processor, which is configured

to hold a non-linear dependence between
a duration of an active phase within a heart
cycle and a respective heartbeat rate,
wherein a heart cycle comprises an active
phase, in which a volume of a chamber of
the heart changes rapidly, and a passive
phase, in which the volume of the chamber
of the heart changes slowly;

to receive first and second image sequenc-
es of a dynamic activity of a heart of a pa-
tient, acquired at respective different first
and second heartbeat rates of the heart;
tosynchronize between the firstand second
image sequences based on the non-linear
dependence, on the first and second heart-
beat rates and on a given common heart-
beat rate; by

receiving annotations which define
boundaries of heart cycles for the first
and second image sequences;
matching a heart cycle of the firstimage
sequence to a heartcycle of the second
image sequence;

estimating respective durations of a
heart cycle atthefirstand second heart-
beat rates from the durations of the re-
spective matched heart cycles or the
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durations of respective previous heart
cycles;

estimating the first and second heart-
beat rates by calculating the reciprocal
of the respective estimated duration of
the heart cycle;

estimating the duration of the active
phase at the first and second heartbeat
rates using the non-linear dependence;
calculating the duration of the passive
phase at the first and second heartbeat
rates by subtracting the respective ac-
tive phase duration from the respective
duration of the heart cycle;
determining presentation times of im-
ages in the matched heart cycles of the
first and second image sequences that
occur during the active phase such that
the durations of the active phases of
the first and second image sequences
match a duration of the active phase at
the common heartbeat rate; and
determining presentation times of im-
ages in the matched heart cycles of the
first and second image sequences that
occur during the passive phase such
thatthe durations of the passive phases
of the first and second images se-
quences match a duration of the pas-
sive phase at the common heartbeat
rate; and

to play the matched heart cycles of the first
and second image sequences synchro-
nized to the common heartbeat rate on the
output device using the determined presen-
tation times of the images in the matched
heart cycles.

The apparatus according to claim 9, wherein the
common heartbeat rate equals the first heartbeat
rate, and wherein the processor is configured to syn-
chronize between the first and second image se-
quences by synchronizing the second image se-
quence to the firstimage sequence, and to play the
second image sequence in synchronization with the
first heartbeat rate.

The apparatus according to claim 9, wherein the
processor is configured to hold a piecewise linear
function comprising two or more linear segments.

The method according to claim 3 or the apparatus
according to claim 11, wherein the piecewise linear
function comprises first and second linear segments
corresponding to respective heartbeat rates below
and above a threshold heartbeat rate.
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14.

15.

16.

17.

20

The apparatus according to claim 9, wherein the
processor is configured to play the second image
sequence by selecting animage of the second image
sequence whose determined presentation time
matches a rendering time of a rendered image
among the images of the first image sequence.

The apparatus according to claim 13, wherein the
processor is configured to play the second image
sequence by displaying the selected image of the
second image sequence overlaid on the rendered
image of the first image sequence.

The apparatus according to claim 9, wherein the
processor is configured to receive the firstimage se-
quence by receiving a dynamic real-time imaging of
the heart.

The apparatus according to claim 9, wherein the
processor is configured to receive the second image
sequence by receiving a previously recorded fluor-
oscopic clip.

The apparatus according to claim 9, wherein the
heart cycle comprises multiple sub-phases, the sub-
phases correspond to respective multiple non-linear
dependences that each relates between a duration
of the respective sub-phase and the respective
heartbeat rate, and wherein the processor is config-
ured to synchronize between the first and second
image sequences by determining presentation times
of images of the first and second image sequences
based on the multiple non-linear dependences, on
the first and second heartbeat rates, and on the com-
mon heartbeat rate.

Patentanspriiche

1.

Rechnerimplementiertes Verfahren, umfassend:

Beibehalten, durch einen Prozessor, einernicht-
linearen Abhangigkeit zwischen einer Dauer ei-
ner aktiven Phase in einem Herzzyklus und ei-
ner dazugehdrigen Herzfrequenz, wobei ein
Herzzyklus eine aktive Phase umfasst, in der
sich ein Volumen einer Kammer des Herzens
rasch andert, und eine passive Phase, in der
sich das Volumen der Kammer des Herzens
langsam andert;

Empfangen von ersten und zweiten Bildsequen-
zen einer dynamischen Aktivitat eines Herzens
eines Patienten, erfasstbei entsprechenden un-
terschiedlichen ersten und zweiten Herzfre-
quenzen des Herzens;

Synchronisieren zwischen der ersten und zwei-
ten Bildsequenz, basierend auf der nichtlinea-
ren Abhangigkeit, auf der ersten und zweiten
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Herzfrequenz und auf einer gegebenen norma-
len Herzfrequenz, durch

Empfangen von Kommentaren, die Gren-
zen von Herzzyklen fiir die ersten und zwei-
ten Bildsequenzen definieren;

Angleichen eines Herzzyklus der ersten
Bildsequenz an einen Herzzyklus der zwei-
ten Bildsequenz;

Schatzen entsprechender Dauern eines
Herzzyklus bei der ersten und zweiten
Herzfrequenz aus den Dauern der entspre-
chenden angeglichenen Herzzyklen oder
den Dauern der entsprechenden vorange-
gangenen Herzzyklen;

Schatzen der ersten und zweiten Herzfre-
quenz durch Berechnen des reziproken
Werts der dazugehdrigen geschatzten
Dauer des Herzzyklus;

Schatzen der Dauer der aktiven Phase bei
der ersten und zweiten Herzfrequenz unter
Verwendung der nichtlinearen Abhangig-
keit;

Berechnen der Dauer der passiven Phase
bei der ersten und zweiten Herzfrequenz
mittels Subtrahierens der entsprechenden
Dauer der aktiven Phase von der diesbe-
zuglichen Dauer des Herzzyklus;
Festlegen von Vorlagezeiten von Bildern in
den angeglichenen Herzzyklen der ersten
und zweiten Bildsequenzen, die wahrend
der aktiven Phase auftreten, sodass die
Dauern der aktiven Phasen der ersten und
zweiten Bildsequenzen einer Dauer der ak-
tiven Phase beider normalen Herzfrequenz
entsprechen;

Festlegen von Vorlagezeiten von Bildern in
den angeglichenen Herzzyklen der ersten
und zweiten Bildsequenzen, die wahrend
der passiven Phase auftreten, sodass die
Dauern der passiven Phasen der ersten
und zweiten Bildsequenzen einer Dauer der
passiven Phase bei der normalen Herzfre-
quenz entsprechen; und

Abrufen der angeglichenen Herzzyklen der ers-
ten und zweiten Bildsequenzen in Synchronisa-
tion mit der normalen Herzfrequenz unter Ver-
wendung der festgelegten Vorlagezeiten der Bil-
der in den angeglichenen Herzzyklen.

Verfahren nach Anspruch 1, wobei die normale
Herzfrequenz der ersten Herzfrequenz entspricht,
wobei das Synchronisieren zwischen der ersten und
zweiten Bildsequenz das Synchronisieren der zwei-
ten Bildsequenz mit der ersten Bildsequenz umfasst
und wobei das Abrufen der ersten und der zweiten
Bildsequenz das Abrufen der zweiten Bildsequenz
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in Synchronisation mit der ersten Herzfrequenz um-
fasst.

Verfahren nach Anspruch 1, wobei das Beibehalten
der nichtlinearen Funktion das Beibehalten einer
stlickweise linearen Funktion umfasst, die zwei oder
mehr lineare Segmente umfasst.

Verfahren nach Anspruch 1, wobei das Abrufen der
zweiten Bildsequenz das Auswahlen eines Bildes
der zweiten Bildsequenz umfasst, deren festgestell-
te Vorlagezeit einer Rendering-Dauer eines geren-
derten Bildes unter den Bildern der ersten Sequenz
entspricht.

Verfahren nach Anspruch 4, wobei das Abrufen der
zweiten Bildsequenz das Anzeigen des ausgewahl-
ten Bildes der zweiten Bildsequenz umfasst, iber-
lagert auf dem gerenderten Bild der ersten Bildse-
quenz.

Verfahren nach Anspruch 1, wobei das Empfangen
der ersten Bildsequenz das Empfangen einer dyna-
mischen Echtzeit-Bildgebung des Herzens umfasst.

Verfahren nach Anspruch 1, wobei das Empfangen
der zweiten Bildsequenz das Empfangen eines zu-
vor aufgezeichneten fluoroskopischen Ausschnitts
umfasst.

Verfahren nach Anspruch 1, wobei der Herzzyklus
mehrere Teilphasen umfasst, die Teilphasen meh-
reren jeweiligen nichtlinearen Abhangigkeiten ent-
sprechen, jeweils mit Bezug auf eine Dauer der da-
zugehodrigen Teilphase und der entsprechenden
Herzfrequenz, und wobei das Synchronisieren zwi-
schen der ersten und der zweiten Bildsequenz das
Festlegen von Vorlagezeiten von Bildern der ersten
und zweiten Bildsequenz umfasst, basierend auf
den mehreren nichtlinearen Abhangigkeiten, auf der
ersten und zweiten Herzfrequenz und auf der nor-
malen Herzfrequenz.

Vorrichtung zum Durchfiihren eines medizinischen
Verfahrens, umfassend:

eine Ausgabeeinrichtung; und

einen Prozessor, ausgelegt

zum Beibehalten einer nichtlinearen Abhangig-
keit zwischen einer Dauer einer aktiven Phase
in einem Herzzyklus und einer dazugehdrigen
Herzfrequenz, wobei ein Herzzyklus eine aktive
Phase umfasst, in der sich ein Volumen einer
Kammer des Herzens rasch andert, und eine
passive Phase, in der sich das Volumen der
Kammer des Herzens langsam andert;

zum Empfangen von ersten und zweiten Bildse-
quenzen einer dynamischen Aktivitat eines Her-
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zens eines Patienten, erfasst bei entsprechen-
den unterschiedlichen ersten und zweiten Herz-
frequenzen des Herzens;

zum Synchronisieren zwischen der ersten und
zweiten Bildsequenz, basierend auf der nichtli-
nearen Abhangigkeit, auf der ersten und zwei-
ten Herzfrequenz und auf einer gegebenen nor-
malen Herzfrequenz, durch

Empfangen von Kommentaren, die Gren-
zen von Herzzyklen fiir die ersten und zwei-
ten Bildsequenzen definieren;

Angleichen eines Herzzyklus der ersten
Bildsequenz an einen Herzzyklus der zwei-
ten Bildsequenz;

Schatzen entsprechender Dauern eines
Herzzyklus bei der ersten und zweiten
Herzfrequenz aus den Dauern der entspre-
chenden angeglichenen Herzzyklen oder
den Dauern der entsprechenden vorange-
gangenen Herzzyklen;

Schatzen der ersten und zweiten Herzfre-
quenz durch Berechnen des reziproken
Werts der dazugehdrigen geschatzten
Dauer des Herzzyklus;

Schatzen der Dauer der aktiven Phase bei
der ersten und zweiten Herzfrequenz unter
Verwendung der nichtlinearen Abhangig-
keit;

Berechnen der Dauer der passiven Phase
bei der ersten und zweiten Herzfrequenz
mittels Subtrahierens der entsprechenden
Dauer der aktiven Phase von der diesbe-
zuglichen Dauer des Herzzyklus;
Festlegen von Vorlagezeiten von Bildern in
den angeglichenen Herzzyklen der ersten
und zweiten Bildsequenzen, die wahrend
der aktiven Phase auftreten, sodass die
Dauern der aktiven Phasen der ersten und
zweiten Bildsequenzen einer Dauer der ak-
tiven Phase beider normalen Herzfrequenz
entsprechen; und

Festlegen von Vorlagezeiten von Bildern in
den angeglichenen Herzzyklen der ersten
und zweiten Bildsequenzen, die wahrend
der passiven Phase auftreten, sodass die
Dauern der passiven Phasen der ersten
und zweiten Bildsequenzen einer Dauer der
passiven Phase bei der normalen Herzfre-
quenz entsprechen; und

zum Abrufen der angeglichenen Herzzyklen der
ersten und zweiten Bildsequenzen, synchroni-
siert mit der normalen Herzfrequenz, an der
Ausgabeeinrichtung unter Verwendung der
festgelegten Vorlagezeiten der Bilder in den an-
geglichenen Herzzyklen.
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Vorrichtung nach Anspruch 9, wobei die normale
Herzfrequenz gleich der ersten Herzfrequenz istund
wobei der Prozessor ausgelegt ist zum Synchroni-
sieren zwischen der ersten und zweiten Bildsequenz
durch Synchronisieren der zweiten Bildsequenz mit
der ersten Bildsequenz, und zum Abrufen der zwei-
ten Bildsequenz in Synchronisation mit der ersten
Herzfrequenz.

Vorrichtung nach Anspruch 9, wobei der Prozessor
ausgelegt ist zum Beibehalten einer stiickweise li-
nearen Funktion, umfassend zwei oder mehr lineare
Segmente.

Verfahren nach Anspruch 3 oder Vorrichtung nach
Anspruch 11, wobei die stlickweise lineare Funktion
erste und zweite lineare Segmente umfasst, die je-
weiligen Herzfrequenzen unterhalb bzw. oberhalb
einer Schwellenwert-Herzfrequenz entsprechen.

Vorrichtung nach Anspruch 9, wobei der Prozessor
ausgelegt ist zum Abrufen der zweiten Bildsequenz
mittels Auswahlens eines Bildes der zweiten Bildse-
quenz, deren festgestellte Vorlagezeit einer Rende-
ring-Dauer eines gerenderten Bildes unter den Bil-
dern der ersten Bildsequenz entspricht.

Vorrichtung nach Anspruch 13, wobei der Prozessor
ausgelegt ist zum Abrufen der zweiten Bildsequenz
mittels Anzeigens des ausgewahlten Bildes der
zweiten Bildsequenz, Uiberlagert auf dem gerender-
ten Bild der ersten Bildsequenz.

Vorrichtung nach Anspruch 9, wobei der Prozessor
ausgelegt ist zum Empfangen der ersten Bildse-
quenz durch Empfangen einer dynamischen Echt-
zeit-Bildgebung des Herzens.

Vorrichtung nach Anspruch 9, wobei der Prozessor
ausgelegt ist zum Empfangen der zweiten Bildse-
quenz durch Empfangen eines zuvor aufgezeichne-
ten fluoroskopischen Ausschnitts.

Vorrichtung nach Anspruch 9, wobei der Herzzyklus
mehrere Teilphasen umfasst, die Teilphasen meh-
reren jeweiligen nichtlinearen Abhangigkeiten ent-
sprechen, jeweils mit Bezug auf eine Dauer der da-
zugehodrigen Teilphase und der entsprechenden
Herzfrequenz, und wobei der Prozessor ausgelegt
ist zum Synchronisieren zwischen der ersten und
zweiten Bildsequenz mittels Festlegens von Vorla-
gezeiten von Bildern der ersten und zweiten Bildse-
quenzbasierend aufden mehreren nichtlinearen Ab-
hangigkeiten, auf der ersten und zweiten Herzfre-
quenz und auf der normalen Herzfrequenz.
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Revendications

1.

Procédé mis en ceuvre par ordinateur, comprenant :

le maintien, par un processeur, d’'une dépen-
dance non linéaire entre une durée d’'une phase
active a l'intérieur d’'un cycle cardiaque et une
fréquence de battement cardiaque respective,
un cycle cardiaque comprenant une phase ac-
tive dans laquelle un volume d’une chambre du
coeur change rapidement, et une phase passive
dans laquelle le volume de la chambre du coeur
change lentement ;

la réception de premiere et deuxiéme séquen-
ces d'images d’une activité dynamique d’'un
coceur d’'un patient, acquises a des premiére et
deuxiéme fréquences de battement cardiaque
différentes respectives du coeur ;

la synchronisation des premiere et deuxieme
séquences d’'images sur la base de la dépen-
dance non linéaire, des premiére et deuxiéme
fréquences de battement cardiaque, et d’une
fréquence de battement cardiaque commune
donnée, par

réception d’annotations qui définissent des
limites de cycles cardiaques pour les pre-
miére et deuxiéme séquences d’'images ;
mise en correspondance d’un cycle cardia-
que de la premiere séquence d'images
avec un cycle cardiaque de la deuxiéme sé-
quence d’'images ;

estimation de durées respectives d’un cycle
cardiaque aux premiere et deuxieme fré-
quences de battement cardiaque a partir
des durées des cycles cardiaques respec-
tifs mis en correspondance ou des durées
de cycles cardiaques antérieurs respectifs ;
estimation des premiére et deuxieme fré-
quences de battement cardiaque par calcul
de l'inverse de la durée estimée respective
du cycle cardiaque ;

estimation de la durée de la phase active
aux premiere et deuxiéme fréquences de
battement cardiaque au moyen de la dé-
pendance non linéaire ;

calcul de la durée de la phase passive aux
premiére et deuxieme fréquences de batte-
ment cardiaque par soustractionde la durée
de phase active respective de la durée res-
pective du cycle cardiaque ;

détermination de moments de présentation
d’'images dans les cycles cardiaques mis en
correspondance des premiéere et deuxieme
séquences d’images qui apparaissent pen-
dant la phase active de telle sorte que les
durées des phases actives des premiere et
deuxiéme séquences d’images correspon-
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dent a une durée de la phase active a la
fréquence de Dbattement cardiaque
commune ;

détermination de moments de présentation
d’'images dansles cycles cardiaques mis en
correspondance des premiére et deuxieme
séquences d’images qui apparaissent pen-
dant la phase passive de telle sorte que les
durées des phases passives des premiére
et deuxiéme séquences d’images corres-
pondent a une durée de la phase passive a
la fréquence de battement cardiaque
commune ; et

la lecture des cycles cardiaques mis en corres-
pondance des premiére etdeuxiéme séquences
d’'images en synchronisation avec la fréquence
de battement cardiaqgue commune au moyen
des moments de présentation déterminés des
images dans les cycles cardiaques mis en cor-
respondance.

Procédé selon la revendication 1, dans lequel la fré-
quence de battement cardiaque commune est égale
a la premiére fréquence de battement cardiaque,
dans lequel la synchronisation des premiére et
deuxieme séquences d’images comprend la syn-
chronisation de la deuxiéme séquence d’images
avec la premiére séquence d’images, et dans lequel
la lecture des premiére et deuxiéme séquences
d’'images comprend la lecture de la deuxieme sé-
quence d'images en synchronisation avecla premié-
re fréquence de battement cardiaque.

Procédé selon la revendication 1, dans lequel le
maintien de la fonction non linéaire comprend le
maintien d’'une fonction linéaire par morceaux com-
prenant au moins deux segments linéaires.

Procédé selon la revendication 1, dans lequel la lec-
ture de la deuxieme séquence d’'images comprend
la sélection d’une image de la deuxiéme séquence
d’'images dont le moment de présentation déterminé
correspond a un moment de rendu d’'une image ren-
due parmi les images de la premiére séquence.

Procédé selon la revendication 4, dans lequel la lec-
ture de la deuxieme séquence d’'images comprend
I'affichage de I'image sélectionnée de la deuxieme
séquence d'images superposée sur I'image rendue
de la premiére séquence d’'images.

Procédé selon la revendication 1, dans lequel la ré-
ception de la premiére séquence d’images com-
prend la réception d’'une imagerie dynamique en
temps réel du cceur.

Procédé selon la revendication 1, dans lequel la ré-
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ception de la deuxiéeme séquence d'images com-
prend la réception d’un extrait fluoroscopique enre-
gistré antérieurement.

Procédé selon la revendication 1, dans lequel le cy-
cle cardiague comprend de multiples sous-phases,
les sous-phases correspondent a de multiples dé-
pendances non linéaires respectives qui associent
chacune une durée de la sous-phase respective et
la fréquence de battement cardiaque respective, et
dans lequel la synchronisation des premiére et
deuxiéme séquences d’images comprend la déter-
mination de moments de présentation d’'images des
premiere et deuxieme séquences d’images sur la
base des multiples dépendances non linéaires, des
premiére et deuxieme fréquences de battement car-
diaque, et de la fréquence de battement cardiaque
commune.

Appareil destiné a effectuer une procédure médica-
le, comprenant :

un dispositif de sortie ; et
un processeur, qui est configuré

pour maintenir une dépendance non linéai-
re entre une durée d’'une phase active al'in-
térieur d’un cycle cardiaque et une fréquen-
ce de battement cardiaque respective, un
cycle cardiaque comprenant une phase ac-
tive dans laquelle un volume d’'une chambre
du cceur change rapidement, et une phase
passive danslaquelle le volume de lacham-
bre du cceur change lentement ;

pour recevoir des premiére et deuxiéme sé-
quences d’images d’'une activité dynami-
que d’'un cceur d’'un patient, acquises a des
premiére et deuxieme fréquences de batte-
ment cardiaque différentes respectives du
coeur ;

pour synchroniserles premiére etdeuxiéme
séquences d’images sur la base de la dé-
pendance non linéaire, des premiere et
deuxiéme fréquences de battement cardia-
que, et d’'une fréquence de battement car-
diaque commune donnée

en recevant des annotations qui défi-
nissent des limites de cycles cardia-
ques pour les premiére etdeuxiéme sé-
quences d’images ;

enmettantun cycle cardiaque de la pre-
miére séquence d’images en corres-
pondance avec un cycle cardiaque de
la deuxieme séquence d’'images ;

en estimant des durées respectives
d’'un cycle cardiaque aux premiére et
deuxieme fréquences de battement
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cardiaque a partir des durées des cy-
cles cardiaques respectifs mis en cor-
respondance ou des durées de cycles
cardiaques antérieurs respectifs ;

en estimant les premiére et deuxiéme
fréquences de battement cardiaque en
calculant l'inverse de la durée estimée
respective du cycle cardiaque ;

en estimant la durée de la phase active
aux premiere et deuxiéme fréquences
de battement cardiaque en utilisant la
dépendance non linéaire ;

en calculant la durée de la phase pas-
sive aux premiére et deuxiéme fré-
quences de battement cardiaque en
soustrayant la durée de phase active
respective de la durée respective du cy-
cle cardiaque ;

en déterminant des moments de pré-
sentation d'images dans les cycles car-
diaques mis en correspondance des
premiére et deuxieme séquences
d’'images qui apparaissent pendant la
phase active de telle sorte que les du-
rées des phases actives des premiére
et deuxieme séquences d’images cor-
respondent a une durée de la phase
active a la fréquence de battement car-
diaque commune ; et

en déterminant des moments de pré-
sentation d'images dans les cycles car-
diaques mis en correspondance des
premiére et deuxieme séquences
d’'images qui apparaissent pendant la
phase passive de telle sorte que les du-
rées des phases passives des premiée-
re et deuxieme séquences d’'images
correspondent a une durée de la phase
passive a la fréquence de battement
cardiaque commune ; et

pour lire les cycles cardiaques mis en cor-
respondance des premiére et deuxiéme sé-
quences d’'images synchronisées avec la
fréquence de battement cardiaque commu-
ne sur le dispositif de sortie en utilisant les
moments de présentation déterminés des
images dans les cycles cardiaques mis en
correspondance.

10. Appareil selon la revendication 9, dans lequel la fré-

quence de battement cardiaque commune est égale
a la premiére fréquence de battement cardiaque, et
dans lequel le processeur est configuré pour syn-
chroniser les premiére et deuxieme séquences
d’'images en synchronisant la deuxieme séquence
d’'images avec la premiere séquence d’'images, et
pour lire la deuxieme séquence d’'images en syn-
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chronisation avec la premiére fréquence de batte-
ment cardiaque.

Appareil selon la revendication 9, dans lequel le pro-
cesseur est configuré pour maintenir une fonction
linéaire par morceaux comprenant au moins deux
segments linéaires.

Procédé selon la revendication 3 ou appareil selon
larevendication 11, danslesquels la fonction linéaire
par morceaux comprend des premier et deuxiéme
segments linéaires correspondant a des fréquences
de battement cardiaque respectives au-dessous et
au-dessus d’'une fréquence de battement cardiaque
seuil.

Appareil selon la revendication 9, dans lequel le pro-
cesseur est configuré pour lire la deuxiéme séquen-
ce d'images en sélectionnant une image de la
deuxiéme séquence d’'images dont le moment de
présentation déterminé correspond a un moment de
rendu d’'une image rendue parmi les images de la
premiere séquence d’'images.

Appareil selon la revendication 13, dans lequel le
processeur est configuré pour lire la deuxieme sé-
quence d’'images en affichant 'image sélectionnée
de la deuxiéme séquence d’'images superposée sur
I'image rendue de la premiére séquence d’images.

Appareil selon la revendication 9, dans lequel le pro-
cesseur est configuré pour recevoir la premiere sé-
quence d’images en recevant une imagerie dynami-
que en temps réel du coeur.

Appareil selon la revendication 9, dans lequel le pro-
cesseur est configuré pour recevoir la deuxiéme sé-
quence d’'images en recevant un extrait fluoroscopi-
que enregistré antérieurement.

Appareil selon la revendication 9, dans lequel le cy-
cle cardiague comprend de multiples sous-phases,
les sous-phases correspondent a de multiples dé-
pendances non linéaires respectives qui associent
chacune une durée de la sous-phase respective et
la fréquence de battement cardiaque respective, et
dans lequel le processeur est configuré pour syn-
chroniser les premiere et deuxiéme séquences
d’'images en déterminant des moments de présen-
tation d'images des premiére et deuxieme séquen-
ces d’'images sur la base des multiples dépendances
non linéaires, des premiéere et deuxiéme fréquences
de battement cardiaque, et de la fréquence de bat-
tement cardiaque commune.
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